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(F) Catalytic converter (adjustment 
and cleaning only for catalyst beds, re-
placement of the bed is not allowed 
during the useful life). 

(b)(4)(iii)(G)–(b)(6) [Reserved]. For 
guidance see § 86.004–25. 

(b)(7)–(h) [Reserved]. For guidance 
see § 86.094–25. 

(i) Notwithstanding the provisions of 
§ 86.004–25(b)(4)(iii) introductory text 
through (b)(4)(iii)(C), paragraph 
(b)(4)(iii)(D) of this section, § 86.004– 
25(b)(4)(iii)(E), paragraph (b)(4)(iii)(F) 
of this section, § 86.004–25(b)(4)(iii)(G), 
and § 86.004–25(b)(6), manufacturers of 
heavy-duty engines may schedule re-
placement or repair of particulate trap 
(or trap oxidizer) systems or catalytic 
converters (including NOX adsorbers), 
provided: 

(1) The manufacturer demonstrates 
to the Administrator’s satisfaction 
that the repair or replacement will be 
performed according to the schedule; 
and 

(2) The manufacturer pays for the re-
pair or replacement. 

[66 FR 5164, Jan. 18, 2001] 

§ 86.007–35 Labeling. 
Section 86.007–35 includes text that 

specifies requirements that differ from 
§ 86.095–35. Where a paragraph in 
§ 86.095–35 is identical and applicable to 
§ 86.007–35, this may be indicated by 
specifying the corresponding paragraph 
and the statement ‘‘[Reserved]. For 
guidance see § 86.095–35.’’. 

(a) Introductory text through 
(a)(1)(iii)(L) [Reserved]. For guidance 
see § 86.095–35. 

(a)(1)(iii)(M) [Reserved] 
(a)(1)(iii)(N)(1) For vehicles exempted 

from compliance with certain revised 
performance warranty procedures, as 
specified in § 86.096–21(j), a statement 
indicating the specific performance 
warranty test(s) of 40 CFR part 85, sub-
part W, not to be performed. 

(2) For vehicles exempted from com-
pliance with all revised performance 
warranty procedures, as specified in 
§ 86.096–21(k), a statement indicating: 

(i) That none of the performance war-
ranty tests of 40 CFR part 85, subpart 
W, is to be performed; and 

(ii) The name of the Administrator- 
approved alternative test procedure to 
be performed. 

(2) Light-duty truck and heavy-duty 
vehicles optionally certified in accord-
ance with the light-duty truck provi-
sions. 

(i) A legible, permanent label shall be 
affixed in a readily visible position in 
the engine compartment. 

(ii) The label shall be affixed by the 
vehicle manufacturer who has been 
issued the certificate of conformity for 
such vehicle, in such a manner that it 
cannot be removed without destroying 
or defacing the label. The label shall 
not be affixed to any equipment which 
is easily detached from such vehicle. 

(iii) The label shall contain the fol-
lowing information lettered in the 
English language in block letters and 
numerals, which shall be of a color 
that contrasts with the background of 
the label: 

(A) The label heading: Important Ve-
hicle Information; 

(B) Full corporate name and trade-
mark of the manufacturer; 

(C) Engine displacement (in cubic 
inches or liters), engine family identi-
fication, and evaporative/refueling 
family; 

(a)(2)(iii)(D)–(a)(2)(iii)(E) [Reserved]. 
For guidance see § 86.095–35. 

(a)(2)(iii)(F) [Reserved] 
(a)(2)(iii)(G)–(a)(2)(iii)(K) [Reserved]. 

For guidance see § 86.095–35. 
(a)(2)(iii)(L) [Reserved] 
(a)(2)(iii)(M)–(a)(2)(iii)(N) [Reserved]. 

For guidance see § 86.095–35. 
(a)(2)(iii)(O)(l) For vehicles exempted 

from compliance with certain revised 
performance warranty procedures, as 
specified in § 86.096–21(j), a statement 
indicating the specific performance 
warranty test(s) of 40 CFR part 85, sub-
part W, not to be performed. 

(2) For vehicles exempted from com-
pliance with all revised performance 
warranty procedures, as specified in 
§ 86.096–21(k), a statement indicating: 

(i) That none of the performance war-
ranty tests of 40 CFR part 85, subpart 
W, is to be performed, and 

(ii) The name of the Administrator- 
approved alternative test procedure to 
be performed. 

(a)(3) heading through (b) [Reserved]. 
For guidance see § 86.095–35. 

(c) Vehicles powered by model year 
2007 and later diesel-fueled engines 

VerDate Aug<31>2005 08:05 Aug 07, 2008 Jkt 214159 PO 00000 Frm 00240 Fmt 8010 Sfmt 8010 Y:\SGML\214159.XXX 214159dw
as

hi
ng

to
n3

 o
n 

P
R

O
D

P
C

61
 w

ith
 C

F
R



231 

Environmental Protection Agency § 86.008–10 

must include permanent, readily visi-
ble labels on the dashboard (or instru-
ment panel) and near all fuel inlets 
that state ‘‘Use Ultra Low Sulfur Die-
sel Fuel Only’’; or ‘‘Ultra Low Sulfur 
Diesel Fuel Only’’. 

(d)–(i) [Reserved]. For guidance see 
§ 86.095–35. 

(j) The Administrator may approve in 
advance other label content and for-
mats provided the alternative label 
contains information consistent with 
this section. 

[66 FR 5165, Jan. 18, 2001, as amended at 69 
FR 39212, June 29, 2004; 70 FR 40433, July 13, 
2005; 71 FR 51487, Aug. 30, 2006] 

§ 86.007–38 Maintenance instructions. 
This section includes text that speci-

fies requirements that differ from 
those specified in § 86.096–38 or § 86.004– 
38. Where a paragraph in § 86.096–38 or 
§ 86.004–38 is identifical and applicable 
to § 86.007–38, this may be indicated by 
specifying the corresponding paragraph 
and the statement ‘‘[Reserved]. For 
guidance see § 86.096–38., or [Reserved]. 
For guidance see § 86.004–38.’’. 

(a)–(f) [Reserved]. For guidance see 
§ 86.004–38. 

(g) [Reserved]. For guidance see 
§ 86.096–38. For incorporation by ref-
erence see §§ 86.1 and 86.096–38. 

(h) [Reserved]. For guidance see 
§ 86.004–38. 

(i) For each new diesel-fueled engine 
subject to the standards prescribed in 
§ 86.007–11, as applicable, the manufac-
turer shall furnish or cause to be fur-
nished to the ultimate purchaser a 
statement that ‘‘This engine must be 
operated only with ultra low-sulfur die-
sel fuel (meeting EPA specifications 
for highway diesel fuel, including a 15 
ppm sulfur cap).’’ 

[66 FR 5165, Jan. 18, 2001, as amended at 68 
FR 38455, June 27, 2003; 69 FR 39212, June 29, 
2004] 

§ 86.008–10 Emission standards for 
2008 and later model year Otto- 
cycle heavy-duty engines and vehi-
cles. 

Section 86.008–10 includes text that 
specifies requirements that differ from 
§ 86.099–10. Where a paragraph in 
§ 86.099–10 is identical and applicable to 
§ 86.008–10, this may be indicated by 
specifying the corresponding paragraph 

and the statement ‘‘[Reserved]. For 
guidance see § 86.099–10.’’. 

(a)(1) Exhaust emissions from new 
2008 and later model year Otto-cycle 
HDEs shall not exceed: 

(i)(A) Oxides of Nitrogen (NOX). 0.20 
grams per brake horsepower-hour (0.075 
grams per megajoule). 

(B) A manufacturer may elect to in-
clude any or all of its Otto-cycle HDE 
families in any or all of the NOX and 
NOX plus NMHC emissions ABT pro-
grams for HDEs, within the restric-
tions described in § 86.008–15 or § 86.004– 
15. If the manufacturer elects to in-
clude engine families in any of these 
programs, the NOX FEL may not ex-
ceed 0.50 grams per brake horsepower- 
hour (0.26 grams per megajoule). This 
ceiling value applies whether credits 
for the family are derived from aver-
aging, banking, or trading programs. 
The NOX FEL cap is 0.80 for model 
years before 2011 for manufacturers 
choosing to certify to the 1.5 g/bhp-hr 
NOX+NMHC standard in 2003 or 2004, in 
accordance with § 86.005–10(f). 

(ii)(A) Non-methane Hydrocarbons 
(NMHC) for engines fueled with either 
gasoline, natural gas, or liquefied petro-
leum gas. 0.14 grams per brake horse-
power-hour (0.052grams per megajoule). 

(B) Non-methane Hydrocarbon Equiva-
lent (NMHCE) for engines fueled with 
methanol. 0.14 grams per brake horse-
power-hour (0.052grams per megajoule). 

(C) A manufacturer may elect to in-
clude any or all of its Otto-cycle HDE 
families in any or all of the NMHC 
emissions ABT programs for HDEs, 
within the restrictions described in 
§ 86.008–15 or § 86.004–15. If the manufac-
turer elects to include engine families 
in any of these programs, the NMHC 
FEL may not exceed 0.30 grams per 
brake horsepower-hour. This ceiling 
value applies whether credits for the 
family are derived from averaging, 
banking, or trading programs. The 
NMHC FEL cap is 0.40 for model years 
before 2011 for manufacturers choosing 
to certify to the 1.5 g/bhp-hr 
NOX+NMHC in 2004, as allowed in 
§ 86.005–10. 

(iii)(A) Carbon monoxide. 14.4 grams 
per brake horsepower-hour (5.36 grams 
per megajoule). 

(B) Idle Carbon Monoxide. For all 
Otto-cycle HDEs utilizing 
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